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RADIA SERIES 
Integrated Amplifiers 

 

 

 

Model Name 
 

Description 
 

Material Number 
 

MSRP 

 
 
 
 
 
 
 
 
 
 
 
 
 

A25 

Continuous power output (0.5% THD), per channel 
2 channels driven, 20Hz - 20kHz, 8Ω: 100W 
2 channels driven, 1kHz, 4Ω: 165W 
Harmonic distortion, 80% power, 8Ω at 1kHz: 0.002% 
Analogue Inputs 
Number of inputs: 3 (RCA pairs) 
Signal/noise ratio (A-wtd, ref. 50W, 1V input): 106dB 
Frequency response: 20Hz—20kHz ± 0.2dB 
Phono (MM) Input 
Input impedance: 47kΩ + 100pF 
Digital Inputs 
Supported Sample Rates (kHz): USB-C : 384, 352.8, 192, 176.4, 96, 88.2, 48, 44.1 

Coaxial (RCA) : 192, 176.4, 96, 88.2, 48, 44.1 
Optical (Toslink) : 192, 176.4, 96, 88.2, 48, 44.1 

Supported DSD USB-C only : 1024, 512, 256, 128, 64 
Bit depths (bit): 32, 24, 16 
Frequency response (fi lter 1): 20Hz—20kHz ± 0.2dB 
Signal/noise ratio (A-wtd, ref. 50W, 0dBFS): 110dB 
Headphone Output 
Maximum output level (RMS) into 32Ω/300Ω: 2.5V/5V 
Load range: 16Ω - 2kΩ 
General 
Mains voltage = 100V or 110–120V or 220–240V, 50–60Hz 
Power consumption (maximum): 500W 
Power consumption (standby): <0.5W 
Dimensions W x D (including speaker terminals) x H (including feet): 431 x 344 x 83mm 
Weight (net): 9kg 
Weight (packed): 12kg 

 
 
 
 
 
 
 
 
 
 
 
 
 

ARCA25EU 

 
 
 
 
 
 
 
 
 
 
 
 
 

1.880 € 

 
 
 
 
 
 
 
 
 
 
 
 

A15 

Continuous power output (0.5% THD), per channel 
2 channels driven, 20Hz - 20kHz, 8Ω: 80W 
2 channels driven, 1kHz, 4Ω: 120W 
Harmonic distortion, 80% power, 8Ω at 1kHz: 0.002% 
Analogue Inputs 
Number of inputs: 3 (RCA pairs) 
Signal/noise ratio (A-wtd, ref. 50W, 1V input): 106dB 
Frequency response: 20Hz—20kHz ± 0.2dB 
Phono (MM) Input 
Input impedance: 47kΩ + 100pF 
Digital Inputs 
Supported Sample Rates (kHz): Coaxial (RCA) : 192, 176.4, 96, 88.2, 48, 44.1 

Optical (Toslink) : 192, 176.4, 96, 88.2, 48, 44.1 
Bit depths (bit): 24, 16 
Frequency response (fi lter 1): 20Hz—20kHz ± 0.2dB 
Signal/noise ratio (A-wtd, ref. 50W, 0dBFS): 109dB 
Headphone Output 
Maximum output level (RMS) into 32Ω/300Ω: 2.5V/5V 
Load range: 16Ω - 2kΩ 
General 
Mains voltage = 100V or 110–120V or 220–240V, 50–60Hz 
Power consumption (maximum): 500W 
Power consumption (standby): <0.5W 
Dimensions W x D (including speaker terminals) x H (including feet): 431 x 344 x 98mm 
Weight (net): 10kg 
Weight (packed): 13kg 

 
 
 
 
 
 
 
 
 
 
 
 

ARCA15EU 

 
 
 
 
 
 
 
 
 
 
 
 

1.320 € 
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RADIA SERIES 
Integrated Amplifiers 
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A5 

Continuous power output (0.5% THD), per channel 
2 channels driven, 20Hz - 20kHz, 8Ω: 50W 
2 channels driven, 1kHz, 4Ω: 75W 
Harmonic distortion, 80% power, 8Ω at 1kHz: 0.003% 
Analogue Inputs 
Number of inputs: 3 (RCA pairs) 
Signal/noise ratio (A-wtd, ref. 50W, 1V input): 106dB 
Frequency response: 20Hz—20kHz ± 0.2dB 
Phono (MM) Input 
Input impedance: 47kΩ + 100pF 
Digital Inputs 
Supported Sample Rates (kHz): Coaxial (RCA) : 192, 176.4, 96, 88.2, 48, 44.1 

Optical (Toslink) : 192, 176.4, 96, 88.2, 48, 44.1 
Bit depths (bit): 24, 16 
Frequency response (fi lter 1): 20Hz—20kHz ± 0.2dB 
Signal/noise ratio (A-wtd, ref. 50W, 0dBFS): 109dB 
Headphone Output 
Maximum output level (RMS) into 32Ω/300Ω: 2.5V/5V 
Load range: 16Ω - 2kΩ 
General 
Mains voltage = 100V or 110–120V or 220–240V, 50–60Hz 
Power consumption (maximum): 350W 
Power consumption (standby): <0.5W 
Dimensions W x D (including speaker terminals) x H (including feet): 431 x 344 x 83mm 
Weight (net): 8kg 
Weight (packed): 11kg 

 
 
 
 
 
 
 
 
 
 
 
 

ARCA5EU 

 
 
 
 
 
 
 
 
 
 
 
 

895 € 
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RADIA SERIES 
Audio Players 

 

 

 
 

Model Name 
 

Description 
 

Material Number 
 

MSRP 

 
 
 
 
 
 
 
 

ST5 

Supported Hi-res media: FLAC, WAS (LPCM), MQA, AAC, ALAC, AIFF, DSD (128) 
Supported Hi-res Bit depth: 16, 24 
Supported samples rates (kHz): 44.1, 48, 88.2, 96, 176.4, 192 
Supported media: MP3, MP4, OGG, WMA 
Supported Bit depth: 16 
Supported samples rates (kHz): 44.1, 48 
Gapless Playback: Yes 
Digital Outputs: 1x Coaxial (RCA), 1x Optical (Toslink) 
Analogue Outputs: 1x Stereo (RCA) pair 
Frequency response (fi lter 1): 20Hz—20kHz ± 0.05dB 
Mains voltage: 100V or 110–120V or 220–240V, 50–60Hz 
Power consumption: 12W 
Power consumption (Eco standby): <0.5W 
Dimensions W x D (including speaker terminals) x H(including feet) : 431 x 344 x 83mm 
Weight (net) : 3.5 kg 
Weight (packed) :5.6 kg 

 
 
 
 
 
 
 
 

ARCST5EU 

 
 
 
 
 
 
 
 

995 € 

 
 
 
 
 
 

CD5 

Supported media: CD (Audio), CD-R (Audio / Data), CD-RW (Audio / Data), USB-A (Data) 
Supported fi les (Data): WAV (LPCM), FLAC, MP3, AAC, WMA 
Supported Bit depth:16 bit – 24 bit 
Supported sample rates (kHz): 32, 44.1, 48, 88.2 (WAV & FLAC only), 96 (WAV & FLAC only) 
Outputs: 1x Analgue Stereo (RCA) pair, 1x Digital Coaxial (RCA), 1x Digital Optical (Toslink) 
Frequency Response (fi lter 1): 20Hz - 20kHz ±0.05dB 
Max Analogue Output (0dBFS): 2.1V rms 
SNR (A-wtd, ref. 16-bit/24-bit, 0dBFS): 93dB/115dB 
Mains Voltage & Power Consumption: AC 100-240V, 50/60 Hz, 12W 
Dimensions : W x D x H (including feet) 431 x 344 x 83mm 
Supplied Accessories: Mains lead(s), Remote control with 2 x AAA batteries, Quick Start Guide, 
Important Safety Instructions 
Product Weight: 6 kg 
Shipping Weight: 9 kg 

 
 
 
 
 
 

ARCD5EU 

 
 
 
 
 
 
 

845 € 
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Terms and Conditions of Sale 
 

THIS PRICE LIST CANCELS ALL PREVIOUS LISTS AND IS VALID UNTIL FURTHER NOTICE. 

ALL PRICES, SPECIFICATIONS, APPEARANCE, and TERMS AND CONDITIONS OF SALE ARE SUBJECT TO CHANGE WITHOUT NOTICE. 

E&OE 

PRICES EFFECTIVE NOVEMBER 2023 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

HARMAN Luxury Audio Group 
The West Wing, Stirling House, 
Waterbeach, 
Cambridge. 
CB25 9PB 
Phone: +44 (0)1223 203200 

 
www.arcam.co.uk 

 
© 2023 HARMAN International Industries, Incorporated. All rights reserved. 

http://www.arcam.co.uk/
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